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CODE DESCRIPTION 
MAX 

DRUM 
DIA 

MAX 
DRUM 
WIDTH 

MAX 
DRUM 

WEIGHT 

SPINDLE 
SIZE 

SPINDLE 
SIZE 

SHIPPING 
DIMENSIONS 

L x W x H 
WEIGHT 

30130 ½ Ton Drum Jack 1200mm 840mm 500kg 35mm 48mm 1200 x 400 x 300 50kgs 

30131 1 Ton Drum Jack 1280mm 1045mm 1000kg 50mm 60mm 1640 x 1200 x 400 105kgs 

30132 2 Ton Drum Jack 1600mm 1045mm 2000kg 60mm 75mm 1640 x 1200 x 400 125kgs 

30133 3 Ton Drum Jack 2400mm 1410mm 3000kg 60mm 75mm 2200 x 1200 x 420 195kgs 

30134 4 Ton Drum Jack 2400mm 1410mm 4000kg 75mm 75mm 2200 x 1200 x 450 200kgs 

 

SCISSOR LIFT DRUM JACKS 
The Powerhowse Scissor Lift Jacks are constructed with mild steel, plated and powder coated for 

protection. With lifting handles and wheels for easy handling, these jacks fold down flat for 

transport and storage. Each jack is labelled with rating and instructions for use, supplied with a 

set of hollow spindles, one as a Spindle and one to Stabilise the Jacks.   

3 Ton Drum Jack  2 Ton Drum Jack 

Folded Down  
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Jack  

Ball Bearing Drum 

Jack 

Additional options are the Ball Bearing Heads with Drum Cones and Solid Spindle for the 1- and 2-

Ton Jacks, this makes the drum turn with ease (great for running Fibre).  Or the braking system for 

applying a little drag, these can be sold individually or together.  
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